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GET TO KNOW YOUR GEAR HOW IT WORKS

Micro USB Input

Removable Hanger

Solar Panel

On/Off Button

Rechargeable
by Sun

RUNTIME LUMENS CHARGE TIME

High 3 hours 60 lumens USB source 3.5 hours

Medium 6 hours 25 lumens Built-in panel 20 hours

Low 35 hours 6 lumens

Candle Flicker 3.5 hours

Hour Runtime
on Lowest 

Setting

TIP:
Fully charge the crush light before its first use.

3 WHITE MODES + CANDLE FLICKER.

Push the On/Off Button to select brightness modes.

Press 1X for High

Press 2X for Medium

Press 3X for Low

Press and hold for 2 seconds for candle flicker

Press and hold for 3 seconds to turn it off

Still in DEMO MODE? See the front cover for instructions.

USB  
Rechargeable

Weatherproof
IPX4 Rated

micro USB vstup
odnímatelná rukojeť

solární panel
tlačítko zap/vyp

VSTUPY
USB port 5V,max 25,5 W

Svítivost 60 lm

Kapacita baterie 3.7 V / 500 mAh

Váha 91 g

Rozměry - otevřené 125 x 125 x 100 mm

Rozměry - zavřené 125 x 125 x 10 mm

DOBA NABÍJENÍ

USB rozhraní 2.5 h

Nomad 7 plus 2.5 h

Vestavěný solární panel 20 h

PARAMETRY
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TECHNICAL SPECIFICATIONS

Recharge from USB or solar panel.

RECHARGE YOUR CRUSH LIGHT LANTERN

5

2.5 Hrs

USB Port

20 Hrs
Full Sun

Goal Zero Crush 
Light Lantern

Built-in
Solar Panel

Know it’s charging with the LED indicator light next to the 
charging port turns red. The Crush Light is fully charged when 
the light turns green.

LED Indicator
Micro USB Input

Helpful Recharging Hint:
Place your Crush Light so the solar panel is directly angled at 
the sun. For the best charge, reposition it throughout the day 
so it stays at the best angle.

Battery

Cell chemistry Li-ion Polymer

Cell capacity 1.85Wh (3.7V, 500mAh)

Lifecycles Hundreds of cycles

Shelf-life Charge every 3-6 months

Solar

Rated Power ~0.12W

Cell type Monocrystalline

Ports

USB port (input) 5V, up to 0.5A (2.5W max)

General

Durability IPX4

Weight 3.2oz (91g)

Dimensions (Open) 4.95 x 4.95 x 3.9in (125 x 125 x 100mm)

Dimensions (Closed) 4.95 x 4.95 x 0.6in (125 x 125 x 15mm)

Operating usage temp. 32-104 F (0-40 C)

Certs

Warranty 12 months

Be sure to activate your warranty at goalzero.com/warranty

vestavěný
solární
panel

USB port Goal Zero
Crush light

lucerna

20 hodin 2.5 hodin

Vedle USB vstupu se nachází LED indikátor baterie. Červeně 
svítící LED signalizuje nízký stav baterie. Pokud LED svítí zeleně, 
lucerna je plně nabitá.
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TECHNICAL SPECIFICATIONS

Recharge from USB or solar panel.

RECHARGE YOUR CRUSH LIGHT LANTERN

5

2.5 Hrs

USB Port

20 Hrs
Full Sun

Goal Zero Crush 
Light Lantern

Built-in
Solar Panel

Know it’s charging with the LED indicator light next to the 
charging port turns red. The Crush Light is fully charged when 
the light turns green.

LED Indicator
Micro USB Input

Helpful Recharging Hint:
Place your Crush Light so the solar panel is directly angled at 
the sun. For the best charge, reposition it throughout the day 
so it stays at the best angle.

Battery

Cell chemistry Li-ion Polymer

Cell capacity 1.85Wh (3.7V, 500mAh)

Lifecycles Hundreds of cycles

Shelf-life Charge every 3-6 months

Solar

Rated Power ~0.12W

Cell type Monocrystalline

Ports

USB port (input) 5V, up to 0.5A (2.5W max)

General

Durability IPX4

Weight 3.2oz (91g)

Dimensions (Open) 4.95 x 4.95 x 3.9in (125 x 125 x 100mm)

Dimensions (Closed) 4.95 x 4.95 x 0.6in (125 x 125 x 15mm)

Operating usage temp. 32-104 F (0-40 C)

Certs

Warranty 12 months

Be sure to activate your warranty at goalzero.com/warranty

LED indikátor baterie
micro USB vstup

Užitečný tip pro nabíjení:
Umístěte svítidlo Crush Light tak, aby byl solární panel přímo 
nakloněn ke slunci. Pro nejlepší nabíjení jej přemísťujte po celý 
den, aby byl panel stále v co nejlepším úhlu.

3    /    6   /   35  /   3.5 h

DOBA SVÍCENÍ
high/medium/low/svíčka

REŽIM PROLÍNÁNÍ BAREV + 6 BAREV
Zmáčkni dvakrát pro režim „prolínání barev“
Zmáčkni znovu pro nastavení individuální barvy:
1X zelená, 2X tyrkysová, 3X modrá, 4X purpurová,  
5X červená, 6X oranžová.
Dvojtým zmáčknutím tlačítka přepnete zpět na bílý LED režim. 
POZNÁMKA: Doba svícení pro barevné režimy se liší v závislosti 
na každé barvě.

JAK TO FUNGUJE
Před prvním použitím doporučujeme plně nabít.

3 světelné režimy + režim svíčka
Stikněte tlačítko zap/vyp a vyberte režim, který chcete použít.
Stiskněte 1x pro nejvyšší výkon,

2x pro střední výkon,
 3x pro nízký výkon,
stiskněte a držte po dobu 2 s pro režim svíčky,
stiskněte a držte po dobu 3 s pro vypnutí lucerny.

DOBIJ SVÉ ZAŘÍZENÍ
Dobijte svítilnu pomocí USB nebo solárního panelu.

CRUSH LIGHT (CHROMA)

CRUSH 
LIGHT 

CHROMA

MORIS design s. r.o. IČ: 27218228, DIČ: CZ27218228  
Tiskařská 4, 108 00 Praha 10, www.goalzero.cz



CRUSH LIGHT (CHROMA) SK

AKO TO FUNGUJE
Pred prvý použitím odporúčame úplne nabiť. 
3 svetelné režimy + režim sviečky. 
Stlačte tlačidlo zap/vyp a vyberte režim, ktorý chcete použiť. 
Stlačte 1x pre najvyšší výkon, 

2x pre stredný výkon, 
 3x pre nízky výkon. 
Stlačte a držte po dobu 2s pre režim sviečky, 
stlačte a držte po dobu 3s pre vypnutie lampáša. 

NABI SVOJE ZARIADENIE
Nabi svoje zariadenie: Nabite svietidlo pomocou USB alebo 
solárneho portu. 

REGISTRUJ  SVOJ  PRODUKT!
Na obale produktu Goal Zero nájdeš samolepku „100% ORIGINÁL“ s 
unikátnym desaťmiestnym registračným kódom. Priprav si tento kód. 

           Choď na www.goalzero.cz/stranky/registrace/

           Vyplň formulár o registrácii   

           Do e-mailovej schránky ti obratom príde záručný list
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MORIS design s. r. o., IČ: 27218228, DIČ: CZ27218228  
Ševce Matouše 2018/9, 140 00 Praha 4, www.goalzero.cz

Registruj se na: www.goalzero.cz / www.goalzero.sk

Dovozce / Dovozca: 
MORIS design s. r. o., divize distribuce, 
Ševce Matouše 2018/9, 140 00  
Praha 4 - Krč, ČR

Výrobce / Výrobca: 
Goal Zero Headquarters, 675 West 
14600 South Bluffdale, UT 84065 USA

REGISTRAČNÍ KÓD: 12345ABCDE
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GET TO KNOW YOUR GEAR HOW IT WORKS

Micro USB Input

Removable Hanger

Solar Panel

On/Off Button

Rechargeable
by Sun

RUNTIME LUMENS CHARGE TIME

High 3 hours 60 lumens USB source 3.5 hours

Medium 6 hours 25 lumens Built-in panel 20 hours

Low 35 hours 6 lumens

Candle Flicker 3.5 hours

Hour Runtime
on Lowest 

Setting

TIP:
Fully charge the crush light before its first use.

3 WHITE MODES + CANDLE FLICKER.

Push the On/Off Button to select brightness modes.

Press 1X for High

Press 2X for Medium

Press 3X for Low

Press and hold for 2 seconds for candle flicker

Press and hold for 3 seconds to turn it off

Still in DEMO MODE? See the front cover for instructions.

USB  
Rechargeable

Weatherproof
IPX4 Rated

micro USB vstup
odnímateľná rukoväť

solárny panel

tlačidlo zap/vyp

Svietivosť 60 lm

Kapacita batérie 3.7 V / 500 mAh

Váha 91 g

Rozmery - otvorené 125 x 125 x 100 mm

Rozmery - zatvorené 125 x 125 x 10 mm

PARAMETRE
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TECHNICAL SPECIFICATIONS

Recharge from USB or solar panel.

RECHARGE YOUR CRUSH LIGHT LANTERN

5

2.5 Hrs

USB Port

20 Hrs
Full Sun

Goal Zero Crush 
Light Lantern

Built-in
Solar Panel

Know it’s charging with the LED indicator light next to the 
charging port turns red. The Crush Light is fully charged when 
the light turns green.

LED Indicator
Micro USB Input

Helpful Recharging Hint:
Place your Crush Light so the solar panel is directly angled at 
the sun. For the best charge, reposition it throughout the day 
so it stays at the best angle.

Battery

Cell chemistry Li-ion Polymer

Cell capacity 1.85Wh (3.7V, 500mAh)

Lifecycles Hundreds of cycles

Shelf-life Charge every 3-6 months

Solar

Rated Power ~0.12W

Cell type Monocrystalline

Ports

USB port (input) 5V, up to 0.5A (2.5W max)

General

Durability IPX4

Weight 3.2oz (91g)

Dimensions (Open) 4.95 x 4.95 x 3.9in (125 x 125 x 100mm)

Dimensions (Closed) 4.95 x 4.95 x 0.6in (125 x 125 x 15mm)

Operating usage temp. 32-104 F (0-40 C)

Certs

Warranty 12 months

Be sure to activate your warranty at goalzero.com/warranty

Vstavaný 
solárny 
panel

USB port Goal Zero
Crush light

lampáš

20 hodín 2.5 hodín

Vedľa USB vstupu sa nachádza LED indikátor batérie. Na červeno 
svietiaca LED signalizuje nízky stav batérie. Pokiaľ LED svieti na 
zeleno, lampáš je úplne nabitý. 
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TECHNICAL SPECIFICATIONS

Recharge from USB or solar panel.

RECHARGE YOUR CRUSH LIGHT LANTERN

5

2.5 Hrs

USB Port

20 Hrs
Full Sun

Goal Zero Crush 
Light Lantern

Built-in
Solar Panel

Know it’s charging with the LED indicator light next to the 
charging port turns red. The Crush Light is fully charged when 
the light turns green.

LED Indicator
Micro USB Input

Helpful Recharging Hint:
Place your Crush Light so the solar panel is directly angled at 
the sun. For the best charge, reposition it throughout the day 
so it stays at the best angle.

Battery

Cell chemistry Li-ion Polymer

Cell capacity 1.85Wh (3.7V, 500mAh)

Lifecycles Hundreds of cycles

Shelf-life Charge every 3-6 months

Solar

Rated Power ~0.12W

Cell type Monocrystalline

Ports

USB port (input) 5V, up to 0.5A (2.5W max)

General

Durability IPX4

Weight 3.2oz (91g)

Dimensions (Open) 4.95 x 4.95 x 3.9in (125 x 125 x 100mm)

Dimensions (Closed) 4.95 x 4.95 x 0.6in (125 x 125 x 15mm)

Operating usage temp. 32-104 F (0-40 C)

Certs

Warranty 12 months

Be sure to activate your warranty at goalzero.com/warranty

LED indikátor batérie
micro USB vstup

UŽITOČNÝ TIP NA NABÍJANIE: 
Umiestnite svietidlo Crush Light tak, aby bol solárny panel priamo 
naklonený k slnku. Pre čo najlepšie nabíjanie ho počas celého dňa 
premiestňujte, aby bol panel stále v čo najlepšom uhle. 

VSTUPY
USB port 5V,max 25,5 W

ČAS NABÍJANIA

Rozhranie USB 2.5 h

Nomad 7 plus 2.5 h

Vstavaný solárny panel 20 h3    /    6   /   35  /   3.5 h

ČAS SVIETENIA
high/medium/low/sviečka

REŽIM PRELÍNANIE FARIEB + 6 FARIEB
Stlač dvakrát pre režim „prelínanie farieb“
Stlač znovu pre nastavenie individuálnej farby:
1x zelená, 2x tyrkysová, 3x modrá, 4x purpurová, 5x červená, 
6x oranžová.
Dvojitým stlačením tlačidla prepnete späť na biely LED režim.
POZNÁMKA: Doba svietenia pri farebných režimoch sa líši  
v závislosti na každej farbe.

CRUSH 
LIGHT 

CHROMA

MORIS design s. r.o. IČ: 27218228, DIČ: CZ27218228  
Tiskařská 4, 108 00 Praha 10, www.goalzero.cz


